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DIFFUSED  SILICON  JUNCTIONS
PRV 8,000 TO 60,000 VOLTS
AVALANCHE CHARACTERISTICS
LOW  LEAKAGE
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Fig.3

NTD 08 8,000 300 12 1.00
NTD 10 10,000 300 15 1.25

NTD 12 12,000 300 18 1.50
NTD 15 15,000 300 24 2.00

NTD 20 20,000 300 30 2.50
NTD 25 25,000 300 38 3.00
NTD 30 30,000 300 45 3.75

NTD 35 35,000 300 54 4.00
NTD 40 40,000 300 60 5.00

NTD 45 45,000 300 70 6.25
NTD 50 50,000 300 76 6.25

NTD 60 60,000 300 83 8.00
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FIG.1
OUTPUT  CURRENT vs  AMBIENT  TEMPERATURE

FIG.2

NON-REPETITIVE  SURGE  CURRENT RATINGS
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PACKAGE  STYLE
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ELECTRONIC  DEVICES, INC. DESIGNERS  AND  MANUFACTURERS OF SOLID STATE DEVICES SINCE 1951.

AMBIENT  TEMPERATURE 
O

( C)

 .030

 .033
DIA. .51 MAX. DIA.

EDI reserves  the  right  to  change  these  specifications  at  any  time  whthout  notice.
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ALL DIMENSIONS  IN  INCHES

Maximum  lead  and  terminal  temperature  for  soldering,3/8 inch form  case, 5 seconds  at  250 OC
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